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Underfloor Duct Systems

Component Details

Couplings For Duct
Complete with zinc coated ground 
and securing screws.

Order one per length of duct.

Spacer Saddles And Levelling Legs For Duct
Order 2 spacer saddle bars per 10' of duct run.
Order 2 levelling legs per spacer saddle.

Shown:
C336S - 1 pc.
CLEG-A- 2 pcs.

For hold down straps only (not shown) delete “s”
off saddle Cat# and use suffix “HDS” - i.e. C3HDS. 
(For use on cellular and first pour floors or side walks.) 

Retaining brackets and zinc plated
 hardware included with spacer saddle. 

Levelling Legs

Spacer Saddle.

REGULAR COUPLINGS

Cat. # Description

C3C Coupling for #3 Duct

C4C Coupling for #4 Duct

C6C Coupling for #6 Duct

EXPANSION JOINT COUPLINGS

Cat. # Description

C3-EXP Exp. Coupling for #3 Duct

C4-EXP Exp. Coupling for #4 Duct

C6-EXP Exp. Coupling for #6 Duct

SPACER SADDLES

Cat. # Description

C3S For 1 #3 Duct

C33S For 2 #3 Ducts

C333S For 3 #3 Ducts

C3333S For 4 #3 Ducts

C36S For 1 #3, 1 #6

C336S For 2 #3, 1 #6

C3336S For 3 #3, 1 #6

C363S For 2 #3, 1 #6

C366S For 1 #3, 2 #6

C6S For 1 #6 Duct

C66S For 2 #6 Ducts

C636S For 1 #3, 2 #6

C663S For 1 #3, 2 #6

C666S For 3 #6 Ducts

C6666S For 4 #6 Ducts

C4S For 1 #4 Duct

C44S For 2 #4 Ducts

C444S For 3 #4 Ducts

C4444S For 4 #4 Ducts

SPECIFY LEVELLING LEG

Cat. # Leg Height

“CLEG-A” 1/8" to 1-7/8"

“CLEG-B” 1-5/8" to 3-3/8"

“CLEG-C” 3-1/8" to 4-7/8"

“CLEG-D” 4-3/4" to 6-3/8"
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Underfloor Duct Systems

Component Details

Wall Elbows
For 90° 
Vertical Bends

C3WE

Cat. # Description

C3WE Wall Elbow for #3 Duct

C4WE Wall Elbow for #4 Duct

C6WE Wall Elbow for #6 Duct

C3-OFS 11/2 11/2" Offset for #3 Duct

C4-OFS 4 4" Offset for #4 Duct

C6-OFS 11/2 11/2" Offset for #6 Duct

Offsets

C3OFS11/2

Panel Collars

C3PC

Cat. # Description

C3PC Panel Connector for #3 Duct

C4PC Panel Connector for #4 Duct

C6PC Panel Connector for #6 Duct

Reducer
Couplings

C6RE3

Cat. # Description

C6RE3 Reducer Coupling #6 to #3 Duct

C4RE3 Reducer Coupling #4 to #3 Duct

C4RE6 Reducer Coupling #4 to #6 Duct

Flat Floor Elbows
For 45° and 90° Horizontal Bends

C3FFL45 C3FFL90

Cat. # Description

C3FFL45 Flat Floor Elbow for #3 Duct

C4FFL45 Flat Floor Elbow for #4 Duct

C6FFL45 Flat Floor Elbow for #6 Duct

C3FFL90 Flat Floor Elbow for #3 Duct

C4FFL90 Flat Floor Elbow for #4 Duct

C6FFL90 Flat Floor Elbow for #6 Duct
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Underfloor Duct Systems

Component Details

Duct End Closers

C3EC

Cat. # Description

C3EC Duct End Closer for #3 Duct

C4EC Duct End Closer for #4 Duct

C6EC Duct End Closer for #6 Duct

Cat. # Description

C3JBC Junction Box Closer for #3 Duct Opening

C4JBC Junction Box Closer for #4 Duct Opening

C6JBC Junction Junction Box Closer for #6 Duct

Opening
C6JBC1/2

Reducing Adapter for #6
Duct Opening to #3 Duct

Duct End to
Conduit Take
Offs

C3ECC
Each unit has two 2"
conduit adapters Also
available with one 2"
opening

Cat. # Description

C3ECC Duct to Conduit take offs for #3 Duct 

C4ECC Duct to Conduit take offs for #4 Duct 

C6ECC Duct to Conduit take offs for #6 Duct

Junction Box To Conduit Adapter Take Offs

C3AD
Each unit has two 2" 
conduit adapters.
Also available with 
one 2" opening

Cat. # Description
C3AD Conduit Adapter for #3 Duct
C4AD Conduit Adapter for #4 Duct
C6AD Conduit Adapter for #6 Duct

Junction Box Closers

C3JBC
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Underfloor Duct Systems

Component Details

After-Set Type Cell-Tap and Extensions

Core Bit 2-1/2" diam.
Hole Saw 2-1/4" diam.

C130-1 (1" high)

C130-1.5 (1.5" high)

C130-2 (2" high)

C130-2.5 (2.5" high)

Used with Conduflor Underfloor Duct or Header Duct systems to connect service outlet fit-
tings to steel duct or to cellular steel decking, this Conduflor cell-tap is threaded internally
for 2" IPS and is made many times stronger than Underwriters’ requirements. By means of
locking-tab devices, cell-tap Cat. No. 130-1 can be installed quickly, easily, and with a strong
positive connection to the raceway.
Easy Installation:
Special crimping or expanding tools are not required to install Cell-Tap Cat. No. 130-1. (The
cell-tap can be installed either before or after concrete is poured.) Once a 2-1/2" hole has
been cut in the concrete and a 2-1/4" diameter hole cut in the top of the steel decking, place
the cell-tap—with the locking tabs swung inside—squarely in position on the cell, making
sure the shoulder of the cell-tap makes firm contact against the steel. Using a screw-driv-
er, tighten the two screws which hold the locking tabs. This tightening action causes each
tab to swing under the edge of the steel decking until it is stopped by a boss protruding form
the inside of the tab. Tighten each screw to clamp tabs and cell-tab firmly in place.
Plug 2" IPS opening with Cat. No. C550-20 when installing prior to pouring concrete.
Height:
Cell-tap Cat. No. 130-1 is available only for 2" IPS threads.
2-3/8" and 7/8" are the nominal heights furnished for standard headerduct systems using
2-1/2" of concrete above top of cellular floor or for 1" concrete topping above duct.
For other heights, insert extensions are used. (Threaded male and female 2" IPS)
C550-11 (3/4" High Extension)
C550-12 (1" High Extension)

Conduit Reducers
For reducing 2" conduit openings 
down to other sizes.

Cat. #

CRED2 - 1-3/4"

CRED2 - 1-1/2"

CRED2 - 1-1/4"

CRED2 - 1"

CRED2 - 3/4"

CRED2 - 1/2"

Marker Screw

Marker Caps
For marking duct runs and tensions

CMCL Insert Marker Cup

Comes with 4 stainless steel screws
as follows:
Telephone - Sq. Sock Hd.
Power - Slot Hd.
Signal - Combination Hd.
Distribution - Phillips Hd.

C550-20
Plug for capping 2" IPS duct inserts prior to pouring concrete.




